3Zin Rifle ARF

Wing Span: 825mm (32.5in)
Length: 620mm (24.5in)
Flying Weight: 480g



Suggested Configuration

Motor: 24mm or 28mm diameter in-runner brushless motor, 2000-3500KV.

Battery: 1300-1500mAh 3S LiPO, not included.

ESC: At least 30A, not included.

Servos: 3 sub-micro servos, such as Power HD DSM-44, not included.

Prop: 4.75x 4.75 electric prop for 3000KV motor or 6 x 4 electric prop for 2000KV motor.
Radio: At least 3CH, not included.

6in Y-harness, not included.

Parts of the Airplane and Accessories




Assembling the Airplane

Wing assembly needs the following accessories.

Secure the CA hinges to the aileron using CA glue.

Properly align the aileron with the wing and then secure with CA glue.



Install the wing tab at the leading edge of the wing, and use 2 pieces of 2*10 self-tapping screws to secure it.

Locate the servo mount opening on the wing. Secure the mounting bracket to the opening using CA glue.

Assemble the pushrod EZ connector on the servo arm.
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Install the servo in the servo mount. The servo lead needs to go a short distance inside the wing. Tweezers might help
with getting the servo lead out of the wing.

Install the pushrod and control horns on the aileron and connect to the aileron servo.

Tail assembly needs the following accessories.




Assemble the tail pushrod with the clevis and control horns as shown below.

Temporarily connect the elevator horn to the pushrod and mount the horizontal stabilizer to the top of the fuselage with
the two included M2 x 10 flat-head Phillips screws.

Mount the wing to the fuselage and check the alignment of the horizontal stab. If necessary, remove the stab and sand
the “high side” of the stab saddle to get the stab aligned with the wing.
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Using care not to get any glue in the pushrod hole, use epoxy to securely glue the horn to the elevator.

Assemble the pushrod EZ connector on the servo arm.

Secure the servo mounting plate to the inside of the fuselage cabin with a 2*10 screw.



Locate the control horn opening on the elevator. Install the control horn on the elevator. Locate the elevator pushrod
opening on the fuselage. Guide the pushrod through the opening and secure it to the control horn.

Install the electric motor.

Install the prop to the motor.




Suggested CG

30

For the first flights, the suggested center of gravity location is 30mm behind the leading edge of the wing at the wing
root. Use the battery pack, moving it forward or backward, to achieve the correct balance.

Suggested Control Throws
For beginners we suggest control throws of 30-50% on your programmable radio for the aileron, rudder and elevator.
For advanced users we suggest control throws of 60-80% on your programmable radio for the aileron, rudder and

elevator.
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