[ ]
mamsinzzs FS-14

BWEBIRIADNS! RNES RIS, EUBEATEIME:  www.flysky-cn.com. IIRIELERE & AT LA IR B b LED #5347
AARBEEEE, BEAERLHVIBRASERERER. MRERRDASIBR, BEEERRLMEAH LED 35547 FR 350 4 S0 A PRt L 8
BREBERERAR: flyskyrc@flysky-cn.net - » ESthZedt RN =N . JRE/BRRE.
= = RE wm 7 = - 2T 1. TRFEme® FE: ZHEVBEMEES.
Quick Start Guide 2. BANEREBRRMAAHEARLEN, WREE LNSRETSRCANSEETRE. ﬁz gmz{izi{:%
Hb 15 = SEES 3. EFELOH. L RSB R
RIRIE{ENS R EREI | REE: REHAFAR AR,
FIARIERNES BIIRUA TREER!
© EREARERERASERATS, EHNRSHEETESEERRELR. > FHAL
SBRGRT St S AL R S A X
© EREEREERNEL TERAS S I RERERS, RREUEAUFARRER. T
L S . N 2 BLBENEEIR, YR LED REHEFIRFREN,
;T%Eﬁﬁaiﬁzﬁmﬂ’\] S ERAARTE R, MEFREHAZREAR, THRSSBIEITAREIREE — — =BT . y
B 3. HEEHEEE AR : ——
© EESTHRTASHRE.E. MRIEEMBANZS, BREEN THAERAESS: TR -] BB . . E A BER / B/ EFH
i WHRRSECER, HEEEREE, SNTRSEFRRASIARGT. SR IEE 2.4055-2.475GHz
4 \
/ W T — HEHITNZ <20dBm
“\i & b BN 140
& > e 1. AR AR, R 500KHz
CUEER 2. RSB EB TR, L9 LED IR RERR RS AR, P ACH R ATHIDS 2A 7 AFHDS
pr—— R % KR, BV EMAERYEE, REXALZHT. MRBITRALT, BETHESEBRIZER AHTFH GFSK
[P ) .. A * N - e Bk E S| E %S T fEmo| LA EH. - —
HEWERE L A % 0 b 75 o8 4 B BRI B EBL B AR 1024
HERR 7T i R = = pry—— e
L J L J \. J |\ J A o = A .
> XIS ST =
L, R IR SRRSO, AR, ST AR SR, NRBEEFIEN, W T SRS SR SR
El iE 4 o FEEEO I
* 2A4CHz REARE2RETZAAEANRATLARRR. ERANERHRRESRERNNLER 1. XL E ST LM BAT #20. RAKEE 26mm (BEFRL)
PTET, RHIRTSS R IRBT S RIS S AT S BB AR MBI, 2. BHRAEERIERH L CH 1 B0, Bkl LED SR THATRING, RrBEHEATBRE. prpp—— g
i i . EFERATREHR, PREELHFHTRE, SUESAKEBLLBERESHRENMRE, SEERKR 3. KREFVXNIEZEHE CRMESETREFX, L5 LED fE/RITIRENGE, RREZFVHANE
R s, RZS. EOINED 6V DC 1.5AA*4
o ERENEMRLE, EOMREMTERANBL, WA BN, BEEES. XEBETEER o SERUALLED ERA LRI RN BN RN E IR HB AR 2RHR LED #57%
H, BHERTENGG. | 4 EALZHENHEFTE. HNFER~F 174 * 89 * 190mm
o EBREEEATNEYTRSEREERMATER G, EERT. AMRIEGBMEENRE, 15FHRIR \\ @ >— 5. EXRBAMERL MERYL LT, REEEIRZLERES BAT Q. Pap— %
fERR AR R E R THRIE. ~ ;ﬁm (/ . HEENSEBIBAINGE, BEWYLLED REERITTAER. _ - .
o ERNATRRASESSENREER, SNTESEIAEL S EERT. H o 6. FIFRS, RELFNASHETERTE. NBEFNE, BEMN HBEEHIE. SMEERE =&
o KN, BEVSKMBENEE, REEARI. MREDRIDER BN DRETE, ¥E IAE CE, FCC ID:NAZFLYSKYI4
EEEEEG A, vt N X e N . WS BIE AT FS-i4 £S5 FS-AS (U IED, INEERIEEMERL, EEAEWEIRXS
RS EIERIZ R RN E S ERE T IEMS | L FEE R BT (5 B 15 B 8 B
= . BIRR, BAMINERFRERNMEERRSHREAO—. IRT—H, BERFERNEE.
I 1 o MEZRIERSREN, BRERENTA. HEYRERENER. =
S / . ¥k, [Flysky Technology co., Itd] L& [FS-i4] &4 RED2014/53/EU.
\ i . ¥88 DoC 73« FCC FHRfEL T EEL ML : www.flysky-cn.com 3RE. @ @ —r
= = . The antennal(s) used for this transmitter must be installed to provide a separation distance g | {
of at least 20 cm from all persons and must not be co-located or operating in conjunction I ) i
with any other fransmitter. End-users and installers must be provided with antenna installation e - s
Copyright © 2017 F\ysky Technology co, Itd ] icnirUuTcl:C’rli‘ns and fransmitter operating conditions for satisfying RF exposure compliance.
RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE. DISPOSE OF USED © ESHMES  BERIRIEHERE,

BATTERIES ACCORDING TO THE INSTRUCTIONS.



Bce

Copyright © 2016-2017 Flysky Technology co., Itd

Release date: 2017-12-26

FCCID : N4ZFLYSKY14

www flysky-cn.com

FLY SKY

Thank you for purchasing our product! To find out more about our products, visit our welbsite at www.
flysky-cn.com. If you encounter any problems during use, refer to the transmitter's on-board help
files or instruction manual first. If the problem persists, contact your local dealer or contact us by
email at: flyskyrc@flysky-cn.net
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Read the safety messages listed below before operation!

Do not use the product at night or during bad weather conditions, like rain or thunderstorms. It
can cause erratic operation or loss of confrol.

Do not use the product when visibility is limited.

Do not expose the product to rain or snow. Any exposure to moisture (water or snow) may
cause erratic operation or loss of confrol.

Interference may cause loss of control. To ensure the safety of you and others, do not operate
in the following places:
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Do not use this product when you are fired, uncomfortable, or under the influence of alcohol
or drugs. Doing so may cause serious injury to yourself or others.

The 2.4GHz radio band is limited to line of sight. Always keep your model in sight as a large can
block the RF signal and lead to loss of control.

Never grip the transmitter antenna during operation. It significantly degrades signal quality
and strength and may cause loss of control.

Do not touch any part of the model that may generate heat during operation, orimmediately
after use. The engine, motor or speed control, may be very hot and can cause serious burns.
Misuse of this product may lead to serious injury or death. To ensure the safety of you and your
equipment, read this manual and follow the instructions carefully.

Make sure the product is properly installed in your model. Failure to do so may result in serious
injury.

Make sure that the receiver's battery is disconnected before turning off the transmitter. Failure
to do so may lead to unintended operation and cause an accident.

Ensure that all motors operate in the correct direction. If not, adjust the direction first.

Make sure that the model stays within range in order to prevent loss of conftrol.

The antennal(s) used for this fransmitter must be installed to provide a separation distance

of at least 20 cm from all persons and must not be co-lacated or operating in conjunction
with any other transmitter.End-users and installers must be provided with antenna installation
instructions and transmitter operating conditions for satisfying RF exposure compliance.
Hereby, [Flysky Technology co., Itd] declares that the Radio Equipment [FS-i4] is in compliance
with RED 2014/53/EU.

The full text of the EU DoC and Appendix 1 of the FCC Statement are available at the
following internet address: www.flysky-cn.com

CAUTION

RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE. DISPOSE OF USED
BATTERIES ACCORDING TO THE INSTRUCTIONS.
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» Battery Installation

1.

Remove the battery compartment cover.

2. Insert 4 fully-charged AA batteries into the compartment. Make sure that the batteries make
good contact with the battery compartments' contacts with the correct polarity.

3. Replace the battery compartment cover.

b Power On

1. Make sure that the receiver is powered off, correctly installed and
the battery is fully charged.

2. Toggle the transmitter's power switch to its on position.

3. Connect the receivers' power supply. Power off  Power on
Misuse of this product may lead to serious injury or death.

» Power Off

1. Disconnect the receiver's power.

2. Toggle the tfransmitter's power switch to its off position.

Make sure to disconnect the receiver's power before turning off the transmitter. If you turn off
the transmitter forcefully, it may lead to uninfended operation and cause an accident.

» Bind with Receiver

The fransmitter and receiver have been pre-bound before delivery. If you are using another transmitter
or receiver, follow the steps below to bind the tfransmitter and receiver:

1.
2.

Connect the supplied bind cable to the BAT port on the receiver.

Insert power into CH 1 port. If the receiver has successfully entered bind mode the LED will
begin flashing quickly.

Hold the bind key while powering on the fransmitter to enter bind mode.

If the LED on the receiver starts flashing slowly it means that the receiver has exited bind mode.
Turn the fransmitter off and on again.

Remove the power and bind cable from the receiver. Then connect the power cable to the
BAT port.

If the tfransmitter and receiver have successfully bound, the receiver's LED will be solid red.

Check to make sure the servos operate as expected. If anything does not work as expected,
restart this procedure from the beginning.

. This binding information only applies to the FS-Aé receiver, different receivers may
require a different pocedure to complete the binding process. Please visit the official
FLYSKY welbsite for the latest information on compatible receivers and their respective
usermanuals.

» LED Status Indicator

Digital Proportional Radio Control System Fs-i4

The LED status indicator displays the transmitters power level and status.

Green light: Transmitter battery is high.

Orange light: Transmitter battery is medium.

Red light: Transmitter battery is low.
Off: The fransmitter is powered off.

pecifications

Channels 4

Model type Fixed-Wing/Glider/Helicopter
RF range 2.4055-2.475GHz

RF power Less then 20 dBm

RF channel 140

Bandwidth 500 KHz

2.4GHz system AFHDS 2A and AFHDS
Modulation type GFSK

Stick resolution 1024

Low voltage alarm

lower than 4.2V

DSC port PS/2 Port
Power input 6V DC 1.5AA*4
chargeable None
Antenna length 26 mm

Weight 335g

Power 6V DC 1.5AA*4

Size (Length x Width x Height)

174 x 89 x 190mm

On-line update None
Color Black
Certificate CE, FCC ID:N4ZFLYSKY14




